
To buy cloth tape in a specific colour used to mean massive minimum order quantities.
Now you can specify the colour you want with a minimum order quantity of just 240m2

(4 cartons 50mm x 50m). To get cloth tape in the colour you want - look out for the cloth
tapes with the ARC logo and ask Advance Tapes Sales about Advance Rapid Colour Service.

Cloth Ta p e s
• All cloth tapes are strong and offer good conformability.

• All cloth tapes from Advance Tapes have non-corrosive adhesives keeping any reaction with the surface 

applied down to a minimum.

• Some cloth tapes will peel clean from surfaces,usually polycoated tapes perform better in this respect although 

surfaces should be tested if this is critical.

• If you wish to write on the tape for identification purposes,uncoated cloth tapes may be the best choice.

Alternatively, tapes with a matt surface will perform better than gloss coated tapes.

Please request a sample to test if this is an important factor in choosing the tape.

• Cloth tapes should be applied at between +10˚C and +40˚C.

• Surfaces should also be as clean and dry with any loose material and dust removed as far as possible.

• Tapes should be stored at a temperature of no lower than +5˚C. If tape is left in a van or unheated warehouse in 

the winter months,it will need time to warm up prior to application.

• The most popular colours for cloth tapes are black,silver and white. For a much wider range of colours,

polycoated tapes offer the best choice.
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AT121    C L OT H T A P E S

• Fully biodegradeable - environmentally 
responsible choice

• Neutral ph values - unlikely to react with 
surfaces applied to

• Writable surface
• Uncoated cloth

ApplicationsAT121 Rayon Cloth Ta p e

• Strapping of sports equipment 
handles

• Sealing of bandages and 
dressings on animals

AT121 • Technical Data
Thickness 0.25mm
Breaking load 75 N/cm
Elongation 12%
Adhesion

Steel 3.5 N/cm
Self 3.5 N/cm

Service temp -10˚C to +60˚C

• To match a specific colour, send a sample swatch of the required colour or quote an industry standard
colour reference to Sales .

• Within 4 working days , you will receive a colour swatch for your approval.
• Following approval, your order is then processed in the same way as any other order.
• The standard length is 50m on a 76mm Advance card core.
• Tape will be despatched to you in standard Advance Tapes cartons with easy to identify branded 

‘Advance Rapid Colour’ carton labels .
• Advance Rapid Colour is available on AT159, AT175 and AT180.
• Get in touch with your usual Advance Tapes contact and start choosing the tape colour you want now.

CHOOSE YOUR COLOUR THEN RING A DVANCE TAPES SALES 0116 251 0191

AT121 & AT142 • THEIR FIBRE CONSTRUCTION MAKES FOR 
A COMFORTABLE GRIP. IDEAL FOR USE ON SPORTS HANDLES.

C L OT H T A P E S   AT142 • AT159 • AT160
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• Fully biodegradeable - environmentally 
responsible choice

• Neutral ph values - unlikely to react with 
surfaces applied to

• Writable surface
• Uncoated cloth

ApplicationsAT142 Cotton Cloth Ta p e

• Protection of iron works during
road surfacing

• Masking off aircraft engine 
parts during manufacture and 
servicing

• Sealing of bandages and 
dressings on animals

• Strapping of sports equipment 
handles

AT142 • Technical Data
Thickness 0.22mm
Breaking load 60 N/cm
Elongation 5%
Adhesion

Steel 2.0 N/cm
Self 2.0 N/cm

Service temp -10˚C to +60˚C

• Easy tear and very easy unwind
• Good long term resistance to 

outdoor exposure
• Good water resistance
• Writable surface
• Wide colour range
• Matt finish

ApplicationsAT159 Po l y c o ated Cloth Ta p e

• Book, spine and cheque book 
binding

• Holding windscreens in place 
whilst adhesive cures

• Very strong
• Very good long term resistance to 

outdoor exposure
• Good abrasion and puncture resistance
• Good water resistance 
• Writable surface 
• Wide colour range
• Matt finish

ApplicationsAT160 High Specification 
Po l y c o ated Wat e r p roof 
Cloth Ta p e

• Protection of turbine blades 
during refurbishment 

• Colour coding, sealing 
ammunition cases and
emergency repair tape for 
armed forces

• Joining heavy duty polyethylene
sheeting and wall boards

• Splicing and joining during 
manufacturing processes

AT160 • Technical Data
Thickness 0.33mm
Breaking load 85 N/cm
Elongation 8%
Adhesion

Steel 4.0 N/cm
Self 2.2 N/cm

Service temp -50˚C to +80˚C

AT159 • Technical Data
Thickness 0.28mm
Breaking load 46 N/cm
Elongation 16%
Adhesion

Steel 4.0 N/cm
Self 2.4 N/cm

Service temp -50˚C to +80˚C
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